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Thermoplastic sticks for the fast repair 
of cracks and small potholes

Road

RoadStixx

https://produkte.bornit.de/produkte/en/roadstixx


for closing of cracks and smaller potholes

Road

RoadStixx
These revolutionary thermoplastic sticks are optimally suited for repairing cracks and small potholes (up 

to Ø 20 cm, H 45 mm) in asphalt and concrete. BORNIT® RoadStixx do not only repair small damages 

caused by frost, but also prevent them from developing into large potholes. Just 20 minutes after 

application the road is traversable - thanks to the simple 6-step application principle. When applying 

BORNIT® RoadStixx, only a road broom and a gas burner are additionally required. To ensure an anti-slip 

surface after application and to avoid ghost markings, we recommend sprinkling the repaired surface 

with BORNIT® High-quality chippings 1/3.

By melting the thermoplastic, it liquefies and penetrates 

into every corner of the crack or small pothole. This 

creates an optimal bond to the substrate. BORNIT® 

RoadStixx can even be used in winter - therefore, even 

in cold temperatures, a rapid repair can be carried out 

immediately after a crack or breakout is found - and at any 

time of year!

	● for repairing cracks and small potholes 

	● suitable for all seasons 

	● traversable after 20 minutes 

	● for asphalt and concrete 

	● easy to use - only one person needed

www.bornit.com
All the data in the current sales catalog are based on the knowledge available at the time of publication. Current information can be found in the German individual specification sheets, safety data 
sheets and transport regulations which can be ordered for free from BORNIT® or be downloaded at our German website www.bornit.de/de. 
*Up-to-date information online - scan QR code with your smartphone to receive up-to-date information! Mobile-specific software required - only the connection costs of your provider arise.



Road

If the application does not yet produce the desired layer thickness, repeat the process from step 2 and only then carry out step 6!

BORNIT® RoadStixx before processing  BORNIT® RoadStixx processed and gritted

Easy processing in 6 steps:

ROCK SOLID CONNECTIONS

reinigen
cleaning

auffüllen
filling up

anwärmen
heating up

GAS

verteilen
spreading

schmelzen
melting

GAS

abstreuen
spreading

Edelsplitt
high-quality chippings

BORNIT® RoadStixx

Thermoplastic that can be installed hot (with gas burner), for repairing 
cracks and small potholes (up to Ø 20 cm, H45 mm) in asphalt and 
concrete, can also be used in frosty conditions

System products:
BORNIT® Bitumen Primer Spray
BORNIT® MultiClean

6800001015black 66 bag12 kg approx. 2.4 m² per cm layer thickness
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EAN-CodeType

Scan the QR code and 
convince yourself!
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ROCK SOLID CONNECTIONS

Your dealer:

BORNIT-Werk Aschenborn GmbH
Your partner for building and road construction products!
Reichenbacher Straße 117 | 08056 Zwickau | Germany

Phone:	 +49 375 27 95 - 0
Fax: 	 +49 375 27 95 - 150
E-Mail: 	 info@bornit.com 
Web: 	 www.bornit.com

https://produkte.bornit.de/produkte/en/roadstixx

